
Declaration of Performance refer to CPR 305/2011 

DoP_ED_T1_1308_uk ACO Self Euroline                                                                                                                      Seite 1 von 1 

 

1. DoP Reference Number ED/T1/1308 
  

2. Product Description ACO Self Euroline 
  

3. Product specification (Numbers or 
Specification of product) 

Drainage channel ACO Self Euroline, class A15 to B125, 
channel made of polymer concrete, grating made of galvanized 
steel, stainless steel, cast iron or composite plastic, 
dimensions: L = 500 to 1000 mm; B = 118 mm; H = 97 mm 
 

  

4. Intended use Drainage channel Type M for collection and conveyance of 
surface water from areas subject to pedestrian and/or vehicular 
traffic. 

  

5. Manufacturer ACO Industries, k.s., Havlíčkova 260, 582 22 Přibyslav,  
Czech Republic 

  

6. Authorised Representative N/A 
  

7. Assessment and verification of 
constancy of performance 

System 3 

  

8. Relevant Harmonised Standard EN 1433:2002 
  

9. First year of CE Marking 2012 
  

10. Notified Body that performed 
Type Test 

1502 Hansa-Nord-Labor   

  

11. Type Test Report Reference No. 2/41.14/2012, 2/41.13/2012   
  

12. Essential Characteristics Characteristics Performance declared 

 Load bearing capacity pass 

 Water-Tightness pass 

 Durability pass 

  
  

13. Specific Technical 
Documentation (Article 37/ 38) 

- 

  

14. other informations - 
 

The performance of the product(s) identified in points 2 and 3 is in conformity with the declared perfor-
mance in point 12. This declaration of performance is issued under the sole responsibility of the manufac-
turer identified in point 5. Signed for and on behalf of the Manufacturer by 
 
Pribyslav in 10th of June 2013, Pavel Čížek, Operation ____________________________________ 

 


